
There’s Rough grade, Finish grade, Final grade...and now there’s Precision grade, the one that makes you money. 
Only Level Best is accurate to 0.1” of spec.

Box or Blade?
Which kind is right for you?

What’s the Difference?
BOX BLADE

The Level Best Precision Box Grader is designed for 
precision grading of flats and crowns and is 

capable of 3-D contouring

Grades in both directions

Fill low spots

Clears high spots

The Level Best Precision Blade Grader is designed for 
precision grading of flats, crowns and 3-D terrain

Cuts up to 26” deep
Highly adjustable

Grades with windrows

Grades in both directions

Cuts up to 26” deep
Highly adjustable

Search “Level Best Grading”
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There’s a Level Best Precision Grader To Fit Your Equipment

S indicates single mast  D indicates dual mast

Precision Grading Series
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Level Best GB108 Blade
WORKING WIDTH   108”

COMPACT TOOL CARRIER COMPACT TRACK LOADERSKID STEER LOADER COMPACT TRACTOR UTILITY TRACTOR ROW CROP TRACTOR

PC Series
WORKING WIDTHS   48”   54”   60”   66”

Compatible 
Tool Carriers

Toro

Boxer

Triple E

Vermeer

Ditch Witch

Bobcat

MUST BE CAPABLE 
OF SAFELY USING 

ATTACHMENTS 
WEIGHING

48”
54”
60”
66”

555 lbs
570 lbs
590 lbs
610 lbs

MUST BE CAPABLE 
OF SAFELY USING 

ATTACHMENTS 
WEIGHING

2,700 lbs

LBDE Series
WORKING WIDTHS   96”   108”   120”   144”

WEIGHT

96”
108”
120”
144”

1,805 lbs
1,890 lbs
1,975 lbs
2,145 lbs

HP REQ’D

70-90
80-100
90-110

100-120

WORKING WIDTHS   72”   84”    96”
PS and PD Series

MUST BE CAPABLE 
OF SAFELY USING 

ATTACHMENTS 
WEIGHING

72”
84”
96”

2,020 lbs
2,070 lbs
2,155 lbs

MUST BE CAPABLE 
OF SAFELY USING 

ATTACHMENTS 
WEIGHING

72”
84”
96”

2,020 lbs
2,070 lbs
2,155 lbs

MUST BE CAPABLE 
OF SAFELY USING 

ATTACHMENTS 
WEIGHING

72”
84”
96”

2,020 lbs
2,070 lbs
2,155 lbs

CV

CV

441      
00001

A
B

P

T
A

B

P

T

487      
00001

CV

CV

441      
00001

A
B

P

T
A

B

TD and TS Series
WORKING WIDTHS   72”   84”    96”   108”

MUST BE CAPABLE 
OF SAFELY USING 

ATTACHMENTS 
WEIGHING

72”
84”
96”
108”

1,210 lbs
1,305 lbs
1,370 lbs
1,410 lbs

TRACTOR WEIGHT

3,000 to 4,500 lbs
3,500 to 5,300 lbs
4,000 to 6,000 lbs
4,600 to 7,000 lbs

DISCLAIMER: This reference guide is for discussion purposes only. It carries no recommendation that may imply or infer liability when matching Level Best Precision Grading attachments with power equipment. Always follow power 
equipment manufacturer recommendations regarding the safe use of Level Best products. Level Best products come with a 3-year warranty on materials and workmanship. Copyright 2020 ATI Corporation, New Holland, PA.

BLADE

BOX

BOX

BOX

MUST BE CAPABLE 
OF SAFELY USING 

ATTACHMENTS 
WEIGHING

2,700 lbs
USE OF THE GB108 WITH

A SKID STEER IS PRACTICAL 
FOR LIGHT ROADWORK. 

HOWEVER, AVAILABLE SKID 
STEER TRACTION WILL LIMIT 

FULL FUNCTIONALITY.
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