Note:

This CD contains the basic information for operating 3D Disto.

This version is for operation system Windows XP. If your computer is running on operation system
Windows 7, chose the ‘Read_Me 1.300 Win7’ instead.

Please note that Windows XP Service Pack 3 is required.

The following content is only required to install the 3D Disto user interface on a PC with Win-
dows operating systems.
It does not affect the functionality of the 3D Disto sensor or the Control Unit.

step 1)

First, install the 3D Disto software for Windows by executing
Leica_Geosystems_3D_Disto_1.3.0.0_setup.exe

out of the folder

01_3DDistoForWindows

and follow the instructions in the setup routine.

Default setup:

¥ Leica Geosystems 30 Disto = =] x|

In order to install this application you musk first install these
£E - : components:

Ggﬂgys[ems Microsoft \NET Framework 2.0 SP1 (x86) (Installed)

| comlcom-2.2, 2.0-i386-fre
| Leica_Geosystems_3D_Disto_setup_x36_1,3.0,0.msi

| | H

W [Eica-0ensyshemns, COm

Tnstall | Close

Windows XP SP3 (x86)

Note:
installing comOcom is required for steering 3D Disto with the GSI command interface, or having 3"
party software communicating with 3D Disto using the GSI interface protocol.

Press ‘Install’.



{i 3D Disto Setup =101 x|

- ] "
eilca Welcome to the 3D Disto Setup Wizard
Geosystems
The Setup Wizard will install 3D Disto on your computer, Click,
Mexk to conkinue or Cancel ko exit the Setup Wizard,
ack | next | cancel |
Press ‘Next’
{i§ 3D Disto Setup =101.=]
End-User License Agreement »
- Seica
Please read the following license agreement carefully
Geosystems
Leica Geosystems =]

Software License Agreement

‘Please read this License Agreement thoroughly before using the
Software®

PLEASE READ THE FOLLOWING TERMS AND CONDITIONS OF THIS
LICENSE AGREEMENT (THE "LICENSE AGREEMENT?) CAREFULLY

AEEARE ISkG THIS PERANLICT /Ac RECIKEN Ik SECTIOR 4% THE 2

¥ I.accept the terms in the License Agreement

Prink Back Nest cancel |

Read the license agreement carefully.
Accept the license agreement and press ‘Next'.



11 _' 3D Disto Setup

Destination Folder
Click Mext ko install bo the default Folder or dick Change to choose another,

tiProgram FilesiLeica Geosystems!3D Distol |

Select the installation folder and press ‘Next’.

1 = 3D Disto Set up

Press ’Install’.



[ 3D Disto Setup =10] x|

Installing 3D Disto J(-?.lm

Geosystems

Flease wait while the Setup Wizard installs 30 Decto.

Bk filext I I Cancel I

Wait until installation has finished.

1';\?- 3D Disto Setup N [=] ﬂ
teim Completed the 3D Disto Setup Wizard
Geosystems

Click, the: Finish button bo exit the Setup Wizard.

Back I Firish I Cancel I

Press ‘Finish’

If you have chosen to install comOcom (required if GSI commands are going to be used), the setup will
now try installing ports. Thus a Windows hardware setup message pops up:



Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard
findoms will gearch for current and updated software by

looking on your computer, on the hardware ingtallation CD, or on
the windows Update ‘web site [with your permission).

Fead owr privacy policy

Can Windows connact to windows Update to search for
zoftware?

() Wes, this time anly
() 'es, now and every time | connect a device
() Na, not this time

Click Mest to continue,

l M emt = l[ Cancel

Choose ‘No, not this time’ and press ‘Next >’

Found New Hardware Wizard

Thiz wizard helps you install zoftware far:

comOcom - zerial port emulator

\\J If your hardware came with an installation CD

& or Hoppy disk, insert it now.

What do you want the wizard ta do”?

(%) Inztall the software automatically [Recommended)
(3 Install fram a list or specific location [Advanced)

Click Mext to continue.

[ < Back ” Mext » ][ Cancel ]

Choose ‘Install the software automatically (Recommended)’ and press ‘Next>’
Wait a few seconds until installation ends, then end the setup with ‘Finish’

You might repeat the last step because the system installs two ports. Default port pair is COM69 and
COM?70.
3D Disto talks via COM69, external software should connect to COM70.

Once done, the system answers with



rsystems 3D D =101 x|

In order ko inskall this application you must Firsk install thece
iz - COMponents:
ﬂgusys{gms | Microsoft JNET Framework 2.0 SP1 (xB86) (Installed)

comDoom-2,2,2.0-i336-fre_(Installed)

ifs 1.21.0.ms ot

i.) Apphication installed successfully 1
-

[ Eoki

Windows ¥P 5B3 (x86) | |

L

Press ‘OK’

step 2)

Connect the sensor to the PC with the USB cable. Turn on the sensor. Wait until sensor stops moving.
In the meantime, Windows XP now asks for installation of new hardware.
Windows should automatically find the Linux Ethernet driver:

Found Hew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will zearch for curment and updated zoftware by
[ooking on wour computer, on the hardware ingtallation CO, or on
the ‘windows Update 'web site [with pour permission).

Bead aur privacy policy

Can Windows connect to Windows pdate to search for
zoftware?

1 Yes, this time only
{3 'es, now and eveny timea | connect a device
(¥ Mo, nat this time

Click. Mest to continue.

MHext > ][ Cancel

Choose ,No, not this time“ and continue with ‘Next >’



Found Mew Hardware Wizard

Thiz wizard helpz you install softveare for:

Linug 5B Ethemet/RMDIS Gadget

{ .'j If your hardware came with an installation CD

e

22 or Hoppy disk. insert it now.

YWhat da you want the wizard to da?

%) Install the software automatically [Recommended]
) Install from a list or specific lacation [Advanced)

Click Mest to continue,

< Back ” M et > l[ Cancel

Choose ,Install the software automatically” and continue with ‘Next >’

-

Pleass nilo kb J
Hardware Installation

The saoftware wou are inztalling for this hardware;

I:;./

Linug USE Ethernet/RHDIS Gadget

has not pazzed Windows Logo testing to verify its compatibility
with "Wwindaws =P, [Tell me why this testing iz impartant. |

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either immediately or in the future. Microzoft strongly
recommends that you stop thiz installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

Continue Sngway ] [ STOF Installation

Choose ,continue anyway"
Afterwards, it is finished.



step 3)
Wait until Linux Ethernet driver setup has ended.
Now run the 3D Disto software by double clicking the 3D Disto desktop icon.

3D Disko

Connect via cable (left button).

Establish USB connection should now work.

Note:

WLAN connection is not possible without changing system settings on the target computer manually.
The wireless zero configuration is required to run, eventually you have to activate it, see at
http://tech.ifelix.net/2007.html

You need to set your WLAN channel to TCP/IP address 192.168.87.82 (Subnet 255.255.255.0, De-
fault Gateway 192.168.87.81)

An example follows. Note that the look of the individual screens might differ depending on your per-
sonal Windows settings.

Right click on the Windows control panel — Network Connections — Wireless Network

@Ov &/ » Systemsteuerung » Netzwerk und Internet » Netzwerkverbi

Organisieren v Verbindung herstellen Metzwerkgerat deaktivieren
L‘. Drahtlosnetzwerkverbindung L" - Drahtlosnetzwerkverb
== o Micht identifiziertes Netzwerk M Nicht verbunden

. -
d‘.‘m Intel(R) Centrino(R) Wireless=h1 100 | % d‘m hMirencnft Wirtal WiFi
)  Deaktivieren

Verbindung herstellen/trennen
Status

Look into the list with available networks and choose the one that starts with 3DD (followed by serial
number and current channel):

Momentan verbunden mit: € |

F=¢ Nicht identifiziertes Netzwerk
Kein Internetzugriff

Drahtlosnetzwerkverbindung ~

3DD_01750094_Chn003 Verbunden %



Right click again on the Windows control panel — Network Connections — Wireless Network, now
chose ‘Properties’

-
w & » Systemsteuerung » Metzwerk und Ir

Organisieren Verbindung herstellen MNetow
hh Elzh'l wlentifiniertes Nﬂmr;k h!
Ll IntelR) €& oy  Desktivieren
Verbindung herstellen/trenr
Status
Thagnioze

¥ Vebindungen Gberbricken

Vermndpfung erstellen
L&schen

B Urnbenernen

% Eigenschaften

Here you can change the IP address by changing properties of the Internet Protocol 4: instead of ‘Ob-
tain IP Address automatically’, click on ‘Use the following IP address’

-
TR,

m|@ v Systernsteuerung » Metzwerk und Internet » MNetzwerkverbindungen »

- - i — - - F— — N Mesnluinnak " i
~| I Eigenschaften von Drahtlosnetzwerkverbindung = TH Figenschaften von Intemetprotokoll Version 4 (TCP/PvA) (=5 | I3
" — S—— .
Netzwerk | Freigabe d Allgemein I
.. tu |
Werbindung herstellen dber: IP-Einstellungen kinnen automatisch zugewiesen werden, wenn das
=3 . | Netzwerk diese Funktion unterstiitzt, Wenden Sie sich andernfalls an
"E“ Intel{R) Certrino (R} Wireless-N 100 | den Netzwerkadministrator, um die geeigneten IP-Einstellungen zu
' beziehen.

() IP-Adresse automatisch beziehen

Diese Werbind det folgende Elemente: %
58 i ey (@) Folgende IP-Adresse verwenden:

& Client fiir Microsoft-Netzwerke e
g@oS—F‘ake‘tplaner IP-Adresse: 192 . 168 . 87 . 82
o Datei- und Druckerfreigabe fiir Microsoft-Netzwerke Subnetzmaske: 255 .3255.255. 0
. |ntemetprotokoll Version & (TCP/IPvE) A
& Intemetprotokoll Version 4 (TCP/IPv4) Standardgateway:
- E/A-Treiber fir Verbindungsschicht-Topologieedennun. .. ] ;
& Antwort fiir Verbindungsschicht-Topologiserkennung DN5-Serveradresse automatisch beziehen

(@) Folgende DNS-Serveradressen verwenden:

Installieren... | Deinstallieren | Eigenschaften Bevoraughe RS Server:
Beschreibung Alternativer DNS-Server:
TCP/IP, das Standardprotokcoll fir WAN-Netzwerke, das den
Datenaustausch Ober verschiedene, miteinander verbundene [ Einstellungen beim Beenden dberpriifen

Metzwerke ermoglicht.

ok | [ Abbrechen |

Afterwards, try to connect 3D Disto chosing in the 3D Disto software the menu Device - Connect 3D
Disto > WLAN



step 4)

Enter the license codes. There are 4 active protections:

One protection for the Windows version of 3D Disto software. Without this license, the DIST key is
blocked and no measurements can be executed.

3 more licenses are available for the features "Projector”, "Roomscan", "Toolkit & Location" within the
3D Disto software.

If the 3D Disto is registered in myWorld, you can load the licenses in a .key file. Save this file in the
license folder under 3D Disto Data directory (desk-top icon available).

Continue with step 5 only if you want to use the GSI interface in addition

10



step 5)

It is possible to steer the system via external commands given in
3D_Disto_Online_v1.300.doc

If ,@° was send successfully via any sort of terminal program, the header line of the 3D Disto changes
from ‘Measure’ to ‘GSI’. It might be necessary closing open measurements on 3D Disto before.

&1 Terminal - 3DDISTO. TRM

a
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