Note:

This CD contains the basic information for operating 3D Disto.
This version is for operation system Windows 7. If your computer is running on operation system Win-
dows XP, chose the ‘Read_Me 1.300_WinXP’ instead.

The following content is only required to install the 3D Disto user interface on a PC with Win-
dows operating systems.
It does not affect the functionality of the 3D Disto sensor or the Control Unit.

step 1)

First, install the 3D Disto software for Windows by executing
Leica_Geosystems_3D_Disto_1.3.0.0_setup.exe

out of the folder

01_3DDistoForWindows

and follow the instructions in the setup routine.

Default setup:

S

In order to install this application you must first install these
- components:

el

Geosystems |4 comicom-2.2.2.0-x64-fre-signed g
[ Leica_Geosystems_3D_Disto_setup_xé<_1.3.0.0.msi
Microsoft JNET Framework 2.0 5P1 (x64) (Installed)

Note:
installing comOcom is required for steering 3D Disto with the GSI command interface, or having 3
party software communicating with 3D Disto using the GSI interface protocol.

rd

On Windows 7 -32bit operation system, the setup screen above looks slightly different.

Press ‘Install’.



Welcome to the 3D Disto Setup Wizard

Geosystems

The Setup Wizard wil install 3D Desto on your computer. Click
Mext to continue or Cancel to exat the Setup Wizard,

Press ‘Next’

Please read the following kicense agreement carefuly

Leica Geosystems

Software License Agreement

*Please read this License Agreement thoroughly before using the
Software*

PLEASE READ THE FOLLOWING TERMS AND CONDITIONS OF THIS
LICENSE AGREEMENT (THE “LICENSE AGREEMEMNT?) CAREFULLY

-

BEENDE ISk THIC PROMDI T A2 NEFIMEN Ik SECTIOA 4% THE

[¥]1 accept the terms in the License Agresment

| | cancel

Read the license agreement carefully.
Accept the license agreement and press ‘Next'.



Disto Seh .

Destination Folder -
. Jeica|
Click Next to install to the default folder or dide Change to choose another,

Geosystems
Install 3D Disto to:
|c:‘qurw Files (x86)\Leica Geosystems\3D Disto),
[ Back || Next | | cancel |

Ready to install 3D Disto

Click Instal to begin the installation. Chck Back to review or change any of your
installaton settngs. Click Cancel to exit the wizard.

Press ’Install’.



Geosystems

Please wait while the Setup Wizard installs 3D Disto.

If you have chosen to install comOcom (required if GSI commands are going to be used), the setup will
now try installing driver for COM ports. Thus a Windows hardware setup message pops up:

Der Herausgeber der Treibersoftware konnte nicht (iberpriift

werden.

% Diese Treibersoftware nicht installieren

Sie sollten auf der Website des betreffenden Herstellers nach aktualisierter
Treibersoftware fir das Gerat suchen.

% Diese Treibersoftware trotzdem installieren
Installieren Sie nur Treibersoftware, die Sie von der Website oder einem
Datentriger des Herstellers erhalten haben. Nicht signierte Software aus
anderen Quellen kann Schiden auf dem Computer verursachen oder zum
Verlust bzw. Diebstahl von Informationen filhren.

‘v Details einblenden

.\\__)

Choose ‘Install driver software anyway’ and afterwards confirm



Mdchten Sie diese Geratesoftware installieren?

Mame: Vyacheslav Frolov
Herausgeber: Steven Williarm Hatchett

Software von "Steven William Hatchett” immer [ Installieren ] | MNicht installieren |
vertrauen

'3 Sie soltten nur Treibersoftware von vertrauenswirdigen Herausgebern installieren. Wie kann festgestellt

Ich ra r nkenlos installi nn?

e = — = = = === 3

by choosing ‘Install’.

Default port pair is COM69 and COM?70.
3D Disto talks via COM69, external software should connect to COM70.

Once done, the system answers with

Completed the 3D Disto Setup Wizard

Geosystems
Click the Finish button to exit the Setup Wizard.

@ Application installed successfully !




step 2)

Connect the sensor to the PC with the USB cable. Turn on the sensor. Wait until sensor stops moving.
In the meantime, Windows 7 now installs the Linux Ethernet driver in the background:

L4 Remote NDIS based Device X
; Die Gerstetreibersoftware wurde erfolgreich installiert.

17:13
30.04 2011

L b

Once the message pops up “The driver is successfully installed”, it is finished.



step 3)
Now run the 3D Disto software by double clicking the 3D Disto desktop icon.

30 Diska

Connect via cable (left button).

Establish USB connection should now work.

Note:

WLAN connection is not possible without changing system settings on the target computer manually.
You need to set your WLAN channel to TCP/IP address 192.168.87.82 (Subnet 255.255.255.0, De-
fault Gateway 192.168.87.81). An example follows. Note that the look of the individual screens might
differ depending on your personal Windows settings.

Right click on the Windows control panel — Network Connections — Wireless Network

@_C)'H & » Systemsteuerung » Metzwerk und Internet » Metzwerkverbi

= =

Organisieren « Verbindung herstellen MNetzwerkgerat deaktivieren

[ Drahtlosnetzwerkverbindung ." Drahtlosnetzwerkverb
—® o MNicht identifiziertes Metzwerk = o Nicht verbunden
:dm Intel(R) Centrino(R) Wire|ess-h1 100 | 4% :dm Mirrncoft Wirkval Wi
| B Deaktivieren
Verbindung herstellen/trennen
Status

Look into the list with available networks and choose the one that starts with 3DD (followed by serial
number and current channel):

-

Mementan verbunden mit: *4

F== Nicht identifiziertes Netzwerk
Kein Internetzugriff

Drahtlosnetzwerkverbindung A

3DD_01750094_Chn003 Verbunden :t.b




Right click again on the Windows control panel — Network Connections — Wireless Network, now
chose ‘Properties’

-
w & » Systemsteuerung » Metzwerk und Ir

Organisieren Verbindung herstellen MNetow
hh Elzh'l wlentifiniertes Nﬂmr;k h!
Ll IntelR) €& oy  Desktivieren
Verbindung herstellen/trenr
Status
Thagnioze

¥ Vebindungen Gberbricken

Vermndpfung erstellen
L&schen

B Urnbenernen

% Eigenschaften

Here you can change the IP address by changing properties of the Internet Protocol 4: instead of ‘Ob-
tain IP Address automatically’, click on ‘Use the following IP address’

.
e ececececececetis—

@@‘b|@ » Systernsteuerung » Metzwerk und Internet » Metzwerkverbindungen »

= PRI L i AL L

. - 1 s ot Warkimads s l.._- ‘.3‘—- _I. e [Ty A .'M
~1 [ Eigenschaften von Drahtlasnetzwerkverbindung |i| Eigenschaften von Internetprotokall Version 4 (TCP/IPv4) m

Metzwerk | Freigabe Allgemein I

‘u’_e.r_b_ihdung herstellen tber: IP-Einstellungen kinnen automatisch zugewiesen werden, wenn das
= . ] | Metzwerk diese Funktion unterstiitzt, Wenden Sie sich andernfalls an
L Al L e UL | den Metzwerkadministrator, um die geeigneten IP-Einstellungen zu

' beziehen.

() IP-Adresse automatisch beziehen

Diese Verbindung verwendet folgende Elemente:

(@) Folgende IP-Adresse verwenden:
™ Client fr Microsoft-Netzwetee [ (/4| ... ~—  ————
ngS-Paketplaner IP-Adresse: 192 . 168 . 87 . 82
o8 Datei- und Druckerfreigabe fiir Microsoft-Netzwerke Subnetzmaske: 355,255,255, 0
- Intemetprotokoll Version 6 (TCP/IPvE)
-+ Intemetprotokoll Version 4 (TCP/IPv4) Henn oy
& E/A-Treiber fur Verbindungsschicht-Topologieedcennun... . .
N RS SRR R DNS-Serveradresse automatisch beziehen
@ Folgende DNS-Serveradressen verwenden:
| Installieren... Deinstallieren -_ Eigenschaften ., Lo i 2l A
Beschreibung Alternativer DNS-Server:
TCP/IP, das Standardprotokoll fir WAN-Netzwerke, das den
Datenaustausch dber verschiedene, miteinander verbundene [ Einstellungen beim Beenden Uberpriifen

Netzwerke erméglicht.

0K | [ Abbrechen |

Afterwards, try to connect 3D Disto chosing in the 3D Disto software the menu Device - Connect 3D
Disto > WLAN



step 4)

Enter the license codes. There are 4 active protections:

One protection is for the Windows version of 3D Disto software. Without this license, the DIST key is
blocked and no measurements can be executed.

3 more licenses are available for the features "Projector”, "Roomscan", "Toolkit & Location" within the
3D Disto software.

If the 3D Disto is registered in myWorld, you can load the licenses in a .key file. Save this file in the
license folder under 3D Disto Data directory (desk-top icon available).

Continue with step 5 only if you want to use the GSI interface in addition



step 5)

It is possible to steer the system via external commands given in
3D_Disto_Online_v1.300.doc

If ,@° was send successfully via any sort of terminal program, the header line of the 3D Disto changes
from ‘Measure’ to ‘GSI’. It might be necessary closing open measurements on 3D Disto before.

&1 Terminal - 3DDISTO. TRM

a
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